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MOUNTING THE ANTENNA
SCREW ON THE ANTENNA CLOCKWISE, THEN SLIDE
THE RUBBER BOOT DOWN TO MEET 0-RING.

MOUNTING THE RECEIVER
HARDWARE USED TO MOUNT THE RECEIVER TO THE
WALL WILL VARY DEPENDING ON THE APPLICATION.
REMOVE FRONT COVER BY TURNING CORNER SCREWS
1/4 TURN COUNTERCLOCKWISE.
MOUNTING HOLES ARE LOCATED IN THE 4 CORNERS
INSIDE OF THE RECEIVER.

DIP SWITCH
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STEP 4. SETTING THE CONFIGURATION SWITCH.
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STEP 2. SETTING POWER SUPPLY.

THE RECEIVER IS FACTORY SET FOR AN INPUT OF
24 VOLTS. IF 12 VOLTS IS REQUIRED, MOVE JUMPER
TO DESIRED SETTING.

STEP 5. POWER SUPPLY CONNECTIONS.

THE POWER SUPPLY CORD IS PREWIRED AND
GASKETED FOR MOISTURE RESISTANCE.

STEP 3. SETTING THE DIP SWITCH.
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THE CONFIGURATION SWITCH IS SET IN THE MULTI-CODE
MODE FOR LARCO'S TRANSMITTER.

WHEN USING A LINEAR OR STANLEY TRANSMITTER,

SET CONFIGURATION SWITCH TO DESIRED MODE.
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